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NOTES:

1. Min. Clearance on all sides must be 36 inch / 90 cms, for proper ventilation

and maintenance.

2. Recommended tight torques for wires terminals:

        208 to 460 Volt wire: 35 Lbs/in²

        115 Volt wires: 20 Lbs/in².

3. Normal operation ambient temperature MAX 105°F/40°C.

4. Flex connctors will be shipped loose.

5. Information subject to change wihtout notice.

NOTAS:

1. Espacio mínimo alrededor del equipo 36 inch / 90 cms para garantizar

adecuada ventilación y mantenimiento.

2. Torque recomendado de apriete para terminales de cables:

        Cables de 208 V a 460 V: 35 Lbs/in²

        Cables 115 V: 20 Lbs/in²

3. Temperatura ambiente de operación MAX: 105 °F / 40°C.

4. Las mangueras flexibles se envian sueltas.

5. Información sujeta a cambios sin previo aviso.
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X = CONTROL PANEL TYPE (E: ELECTRONIC / T: TOUCH SCREEN / TW: TOUCH SCREEN & WEB COMMUNICATION)
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VACUUM PUMP 1

(BOMBA DE VACIO 1)

VACUUM PUMP 2

(BOMBA DE VACIO 2)

VACUUM PUMP 3

(BOMBA DE VACIO 3)

176.5 211.8 128.8 154.6

300.0 360.0 219.0 262.8
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